
About

A portable battery-powered roaming 
handheld device which allows the 
viewing of an unlimited number of 
Broadweigh shackles. By simply 
‘roaming’ past, the handheld will wake 
each device and display the data tag 
of the shackle on the LCD display. 

With user friendly BW–Toolkit software, 
the data tags can be set to allow 
identification of each shackle allowing 
the viewing experience to be tailored 
to each particular application.

Specifications
Electrical

Power supply voltage 2.5 to 3.6 Vdc

Battery Life (one update per second)

Standby mode (powered off) 1.5 Years

Continuous operation 35 Hours

Environmental

Operating temperature range -10 to 50 ºC

Storage temperature 
range (no batteries)

-40 to 85 ºC

Maximum humidity 95% RH

IP rating IP67

Features

• Roams between devices

• Sleep / wake

• Auto shutdown

• Wakes and reads up to 20 acquisition 
modules at any one time 

• 800 m (2600 ft) range maximum

• Simple configuration via 
PC using base station with 
Broadweigh toolkit software

• Remote battery check

• Rugged construction

• Environmentally sealed to IP67

WIRELESS 
HANDHELD 
DISPLAY

Handheld

BW–HR 

Wireless Broadweigh handheld 
for viewing an unlimited 
number of modules, providing 
an 8 digit LCD reading

Find out more

broadweigh.com


